








PT ## NOT VALID
PLEASE TRY AGAIN

Indicates that a point was entered which was outside the
allowable range.
PT ## WATCH OFF
[point text]
Indicates that the point is not being watched.
PT ## WATCH ON
[point text]
Indicates that point is being watched
PUSH CLEAR
TO EXIT

Promprt to press CLEAR to return to the off display.
PUSH 1 TO CHANGE
CODE TYPES

Prompt to press the 1 key to modify passcode types.
PUSH 0 TO CHANGE
CODES

Prompt to press the 0 key to modify passcodes.
PUSH 9 TO RENEW
ALL ONE-TIME

Prompt to press 9 to renew all One-Time passcodes.
RADIONICS
D2212

This display is shown when the system is turned off.
RESET SYSTEM
Instruction to reset the system to clear alarm memory.
RCVR # TAMPER
Indicates that a receiver has been tampered with.
RCVR #t TROUBLE
Indicates that a receiver has a trouble condition.
RESETTING . ..
Indicates that the system is resetting. This process takes approxi-
mately 20 seconds.

SELECT CODE TO
CHANGE (1-8)

Prompt to select a passcode to change (User 1 through User 8).
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SYSTEM OK
PRESS CLEAR

Indicates that the system has no troubles and to press CLEAR to
return to the off display.

SYSTEM PROGRAM
IN PROGRESS

Indicates that the system is being remotely programmed.

SYSTEM RUNNING
ON BATTERY ONLY

Indicates AC power to the security system is interrupted.
SYSTEM TROUBLE
PRESS 4 TO VIEW

Instructs you to press the 4 key to view system troubles.
SYSTEM TROUBLE

Indicates that there is a system trouble condition.
TAMPER PT ##

[point text]

Indicates that a point has been tampered with.
TESTING BATTERY
MAY TAKE 4 MIN.

Indicates that the battery test is in progress.
TESTING BELL

Indicates that the bell test is in progress.
TESTING PHONE
MAY TAKE 10 MIN.

Indicates that the phone test is in process.

TOOK TOO LONGI
PLEASE TRY AGAIN

Indicates that the system was expecting a key to be pressed, but
did not receive it.

TO BYPASS POINTS
PRESS *

Prompt to press the % key to bypass points.

45



TO CLEAR ALARM
MEMORY

Instructions to follow regarding clearing alarm memory.

TO END
PRESS CLEAR

Prompt to press CLEAR to end the Step Outside feature.

TO EXIT
PRESS CLEAR

Prompt to press CLEAR to exit current function.

TO REMOVE ALARMS
PRESS CLEAR

Press the CLEAR key to remove alarm messages from the display.

TO STOP
PRESS CLEAR

Prompt to press CLEAR to stop exit delay and return system to
off state.

TROUBLE PT ##
[point text]
Indicates point trouble. Call your alarm company for service.

WATCH TONE IS
OFf

Indicates the watch tone is turned off.
WATCH TONE IS
SHORT BEEP

Indicates the watch tone is currently set to produce a short beep
when a point is faulted.

WATCH TONE IS
BEEP TILL KEY

Indicates the watch tone is currently set to beep until a key is pressed.

WATCH TONE IS
BEEP TILL CLOSED

Indicates the watch tone is currently set to beep until the point
is returned to normal.
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Security System Glossary

All On - To turn on all of the points in the system.

Burglary Alarm Tone - A constant warble tone.

Bypass - To selectively remove points from the security system
temporarily.

Central Station - A facility where trained personnel monitor your
security system 24 hours a day. Your security system may be
programmed to contact the central station during alarm condi-
tions, enabling central station personnel to dispatch the proper
authorities.

Entry Delay - A programmed delay of the system alarm response
which allows you to enter the building (through the entry door)
to turn your system off. If you don’t turn the system off before
the delay time expires, the system begins an alarm response
which may include reports to the central station. Entry delay
time is programmed by your security company.

Error Tone - The same warble tone as the Trouble Tone, but it is
not repeated.

Exit Delay - A programmed delay of system alarm response which
allows you to exit after turning the system on. If you don't exit
before the delay time expires, entry delay begins. You must turn
the system off. If you don't turn the system off before the delay
time expires, the system begins an alarm response which may
include reports to the central station. Exit delay time is pro-
grammed by your security company.

Faulted Point - A point that is not normal (a door or window is
open).

Fire Alarm Tone - A warble tone that is on for one second, then
briefly off (repeatedly).

Hold - An instruction to press and hold a key down to perform a
function.

No Delay - Turning the system on without entry or exit delay.

Off Display - The display that appears when the system is turned
off and no keys are pressed.

The default off display is RADIONICS D2212.

Part On - To turn on part of the points in the system.
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Point (PT) - A detection device, or group of devices connected to
your security system. Points display individually at the keypad
on lights 1 to 8.

Press/Push - These are used interchangeably to instruct you to
momentarily push down and then release a key.

Trouble - A service condition that needs to be corrected, such as a
broken wire. '

Trouble Tone - A warble tone that is on briefly, then followed by a
pause, followed by the warble tone (repeatedly).
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Maintenance and Service

This security system requires very little maintenance, however,
you should test the system weekly to ensure it is working properly.
A test schedule and maintenance program can be arranged. If you
notice a change in operation during normal use or testing, call for
service as soon as possible. Do not attempt to repair the control
panel, keypads, or detectors yourself.

Call before testing.

The security system is connected to this telephone number:

The security control panel is connected to the phone jack

located:

Power Failure

If the keypad indicates a power failure, and you have power in

the rest of your premises, there may be a problem with the electrical
transformer or circuit breaker supplying power to your security
control panel. First, check to be sure that the transformer is securely
plugged into the electrical outlet. If it appears to be damaged in any
way, do not attempt to repair it. Call your security company for
service.

Transformer location:

If the transformer is plugged in, check the circuit breaker
supplying power to the outlet. If the breaker is tripped, check the
appliances on the circuit for signs of electrical problems. Make sure
someone has not intentionally turned the breaker off. When all is
clear, reset the breaker.

Circuit breaker number:

How to Clean the Keypad

If your keypad gets dirty, apply a household glass cleaner to a
clean cloth or paper towel and wipe the surface. Do not spray any
liquid directly onto the keypad. It could run inside the case and
damage electrical circuits.
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